
� If you have no PCI card, please skip step3
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A
� Install FDD device
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B
� Connect FDD cable to the

FDD device

Connect smaller 4-pin power
connector to the FDD device
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Cable
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C
� Tighten FDD device with

screws
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Power   connector
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D
� Connect HDD cable to the

HDD device (Master)

Connect power connector
 to HDD device
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�������(Master)
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���Power   connector
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Cable
��

C
� Screws the HDD device on

the back panel
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� Connect all cables to the
mainboard
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CD-ROM HDD FDD

A
� Insert Riser Card into PCI

slot
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B
� Install L-type fixer onto PCI

panel

� �� L ����� PCI ��
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C
� Tighten the CD-ROM device

with screws
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A
� Install CD-ROM device

� ���������

B
� Connect CD-ROM cable on

the CD-ROM device (Slave)

Connect power connector to
CD-ROM device
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����(Slave)
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� Connector one end of CD
Audio cable to the CD-ROM
device, and connect the other
end to the CD_IN header on
mainboard
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��������CD_IN��

CD Audio cable
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Cable
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Power   connector
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A
� Install CPU on CPU Socket
� ������������
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B
� Install CPU cooler
� �����������
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C
� Insert SDRAM in DIMM slot
� �������������
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C

B

A

PCI card /�� PCI �3

CPU & Memory / ������� & ���2

Cables install / ����4

FDD device /�������5

CD-ROM device / �����6

Fabricate the chassis cover / �����8

HDD device / ����7

Complete / ����9

B
� Install HDD device
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A
� Put HDD device into bracket

and tighten the screws

Tighten the screws on the
other side
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� Completed
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B
� Tighten the cover with screws
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A
� Fabricate the chassis cover
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A
� The Barebone chassis

(The Barebone includes
power and mainboard)
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B
� Accessories

� �		�

Barebone system / ����1

Mainboard
���

Back panel

PCI slot

HDD
CD-ROM

FDD

CPU

SDRAM

CD_IN
connector

Barebone system
����

� Please follow the notes and fabricate step by step

Note 1: The orientation of CPU or Memory  modules
must be identical to its socket or slots

2: The Red-line of cables (ex: FDD, HDD...) and
 “1” marked on the socket or slots, all stand
for the first pin. Please make sure before
fabricate
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C
� Install PCI Card (ex: NVS

Card) into installed Riser
horizontally

Tighten PCI Card on the
back panel with screws
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