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| ntroduction

The OPTi931 is a 16-bit 3D stereo sound card based on the OPTi 82C931 Plug-and -Play inte-
grated Audio controller chip. The OPTi931 is compatible with the Sound Blaster™ and Sound
Blaster Pro™, aswell as Windows Sound System™, MPU-401 and Ad Lib™.

The OPTIi931 coupled with 3D (three dimensions) stereo enhancement technology. The technology
eliminates "speaker crosstalk" and increase the depth and breadth of the sound image.

The OPTi931 sound card includes an IDE CD-ROM interface, which is compatible with all IDE
CD-ROM drives available today. The OPTi931 sound card also has multiple input and output
ports for recording and playback of stereo sound.

Features
The OPTi931 isafull-featured sound card which include the following:

I SA Plug-and-Play (PnP)— Support the Plug and Play Specification 1.0awhich alows the
systemto automatically detect and configure devicesthat confirmto the standard. Thiseliminates
the user having to know and configure the correct IRQ, DMA, and I/O channel settings.
Wave Audio— Maximum recording and playback sampling rate of up to 48 kHz stereo.
16-bit digital-to-analog and analog-to-digital converter— 16-bit and 8-bit digitizing in
stereo and mono mode.

22-Voice FM Music Synthesizer— Yamaha OPL3 FM Synthesizer technology. Play up to
22 instruments simultaneously to deliver a high quality of rich and crisp music.

Digital/Analog Mixer — Mix analog stereo from CD-audio, Line-In, FM music & Digitized
voice sources. Digital stereo mixing from Microphone, Line-in, CD-audio and Line-out.

Built-in 3D Effect— Minimizesthe effect of speaker crosstalk, increase the depth and breadth
of the sound image.

Built-in Stereo Amplifier — About 4-watt per channel stereo amplifier.
MIDI Interface/Joystick Port— Built-in integrated MIDI MPU-401 interface with FIFO, IBM
PC joystick/game port.

CD-ROM I nterface— CD-ROM interface connectionsand circuitry for IDE CD-ROM drives
and CD Audio-In connectors.

Other Interfaces— Wave-table synthesizer interfaces, Speaker Out, Line Out, Line In, and
MicrophoneIn.

What isin your package?
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Y ou should have the following items in your package:

OPTi931 Sound Card

OPTi931 DOS/Windows 3.X/Windows 95 Driver Installation Diskette
Media Rack Diskette

OPTi931 User Manua

System Requirements
The OPTIi931 is manufactured for IBM PC compatible computers, software, and related computer
components :
IBM-compatible computers modules AT, 286, 386, 486, Pentium, PS/2 (mode! 25/30) and
compatibles (486 for Windows 95)
Atleast 2MB RAM (4MB RAM for Windows 3.1 applications, 8VIB for Windows 95)
VGA or SVGA graphics adapter and monitor
2MB free on hard disk for installing al OPTi931 software
MSDOSor PCDOS 3.1 or later, MS Windows 3.1 and Windows 95
Windows 3.1 for games and applicationsin Windows
Externa speakers, microphone or headphones (optional)

16-Bit PnP Sound Pro 5



Hardwar e | nstallation

The hardware installation of the OPTi931 is easy and can be performed in just afew steps. The
OPTi931 has no switches. The OPTi931 installation program configures all of the settings.

Default Configuration

The OPTIi931 supports both Sound Blaster Pro and Windows Sound System applications. The
OPTIi931 defaults to Sound Blaster Pro mode when the system is booted up in DOS. It switchesto
Windows Sound System mode when Windows 3.1 is launched. The default configuration of a
system that supports the Plug and Play 1.0a specification will depend on the available system
resources.

If your system is not PnP compatible the default configuration is as follows :

Operation Mode Sound Blaster Pro Compatible
IRQ 5
DMA Channel 1
1/0O Port Address 220h
CD-ROM Interface None

Installing the OPTi931

Toinstall the board :
1  Withyour computer system's power off, remove the cover, find aempty 16-bit expansion slot,
and remove the metal bracket.

2 Insert the OPTIi931 into the expansion dot firmly and evenly. Take care not to forceit into the
slot. Once you have properly positioned the OPTi931 into the slot, secure the OPTi931 with
the bracket screw.

Replace the cover of the computer.

Connect your speaker or headphonesto the external output connections on the OPTi931 bracket.
For more information on connecting external devices.

Connecting External Devices

The OPTi931 providesanumber of waysfor you to connect external devicestoit, such asheadphones,
microphones and speakers. The OPTi931 supports the following external devices :

Speakers, Headphones, Power amplifier, Microphones, Joystick, MIDI Adapter

Please have the user reference manuals of the external devices on hand for reference.

16-Bit PnP Sound Pro 6



OPTIi931 Card Layout & Devices Connect
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CD-ROM Setup

This section will help you setup your OPTi931 supported CD-ROM to work properly with the
OPTi931. The first section will explain how to connect the CD-ROM interface cable and the CD-
ROM audio cableto the OPTi931. Thenext section will show you how to setup the CD-ROM using
the SNDINIT.EXE configuration program. Thelast section describes the installation of the correct
MSCDEX.EXE driver for the CD-ROM.

The OPTi931 supports all IDE CD-ROM drive models. Y ou can configure and setup these CD-
ROM drives using the SNDINIT.EXE program.

CD-ROM Hardware Installation

The CD-ROM interface connector is located on the back end of the OPTi931.

Your internal CD-ROM drive should have come with an appropriate CD-ROM ribbon cable.
The cable will connect to the OPTi931.

If you have a separate CD-ROM controller card or you have a secondary IDE port on you
mother board, and you do not wish to use the built-in CD-ROM interface on the OPTi931, you
do not have to make any changes to your existing environment. Make sure that you choose
"Disabled" from the configuration list for the CD-ROM drive.

Connecting an IDE CD-ROM Drive

1

Install the CD-ROM driveinto your system. Refer to the documentation that comeswith
your CD-ROM drive for installation.

Connect theinterface cable from the CD-ROM driveto the 40-pin IDE CD-ROM interface
connector on the OPTi931.

If an audio cableisincluded with your CD-ROM drive, determinewhich audio connection
interfaceit conformsto. Y ou will need to contact your IDE CD-ROM driveto the correct
audio input connector on the OPTi931.

When everything is securely connected, put the cover of your computer back on and power
onyour computer and start installing your IDE CD-ROM drive'sdevicedriver and related
software as instructed by your IDE CD-ROM drive's user manual.

After you have installed your IDE CD-ROM drive's software, you will need to install the
OPTi931 software.

CD-ROM Software Installation
Thefollowing stepswill help you setup your CD-ROM drivewith the SNDINIT.EXE program.

1

2

Run SNDINIT.EXE and choose CONFIGURE.

Choose Sound Card CD-ROM Interface

16-Bit PnP Sound Pro 8



3 Select the IDE Port setup for the CD-ROM Drive List and click Accept.
A line similar to the following has been added :
DEVICE=C:\OPTI931\CDSETUP.SYS /T : | /P:168/1:10/D:X

4 You must now exit the program and reboot your computer for the settings to take effect.

If you decide to change your CD-ROM options again, you need to run SNDINIT.EXE again.
Each time you make changes to your configuration, your CONFIG.SY S file must be updated.

16-Bit PnP Sound Pro 9



Installing the M SCDEX Driver
Your CD-ROM need to install IDE CD-ROM drive's device driver (MSCDEX.EXE) and related

software as instraucted by your IDE CD-ROM drive's user manual.

Windows 3.1 Software Ingtallation

The OPTi931 installation program (SETURPEXE) will install al of the software drivers and
application needed to achieve both Sound Blaster Pro and Windows Sound System compatible
operation.

Device Driver Installation
The following steps will guide you through the full software installation and configuration for the

OPTi931. We recommend that you read through them now, and become familiar with them before
installing the software.

Command Line:
[AASETUPEXE | [ Cancat |
[ Run Minimized

1  Insert the OPTi931 drivers and utilities disk in your floppy drive.

% 331 Drrvess Setup is prepamg the InstalShield Wizard
which wil guide you thicugh the rest of the s=tup pocess.
Flesse wail,

] 1%

2 Select Fileand Run.

3 Typea:\setup and click OK as shown.

‘wekorse iz he 820500 divers Sebppngam. This pogres sl imisd
BOTT divrs o pear sewpuie

i ooy veconrsndied hat o et o Wiarkons prog s befces
wwig i e pogen

ek
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[ Caneal
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4 The OPTi931 menu driven installation program will copy the installation files to your hard
drive.

5  Aftertheinstal files are copied, the installation program will start.

Chesse Deetinaion Lecsfion

St et ESTER dhvess i fha bolkeing ety
To bratal i this drectoep.clek Hest

vk

;mwmmmmmlmwmw»om
elig,

Disemson Diecioy
CAOPTIE

It is strongly recommended that you exit all Windows programs before running this Setup
Program.

'—-l Choose Directony
Please chooze the deectory for installation
Bath:
|cvoPTIE |
Directories
[
= 2n
£ 407

[= | Ok |
-

£0 553
[+

o 55512
£3 555v15
£3 555+151

Diives:

| =3

[=]

Click Cancel to quit and then close any programs you have running. Click Next to continue
with the Setup program.

The directory:

0 'CZCII”

does not exist. Do you want the directorny to be
created?

[ ]
6  Thenext screen lets you select a directory to install the software. The default is 82C931.
7

If you don't want to install thefilesin thisdirectory, click on Browseto changeit. Youwill see
the following screen.

tnstalling Drivers

Ll
25y
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8  From here, either select adirectory that exists or type in the name of anew directory. If you
typein anew directory you will be asked:

Plesie skt the bl sbors

e e i B 110 For = 168 end O =10
(=X

Choose Yes.

9  Select Next to continuetheinstallation. Theinstall program will be begin copying thefilesto
the directory you selected.

10 Thenext screen lets you enable the CD-ROM if you have connected one to the IDE connector
onthecard. If you are not connecting a CD-ROM to the card, select NO, otherwise select Yes.

0 Setup is complete. System will restart.

Click Next.

11  Whenit hasfinished you will be asked if youwishto view the README file. Itisrecommended
that you select yes because thisfile will have the latest information available about this sound
card.

16-Bit PnP Sound Pro 12



12 Thisconcludestheinstallation and the program will prompt you to REBOOT your system, be
sureto select OK and then press Ctr-Alt-Del when prompted. Thiswill insurethat the OPTi931

is properly configured.

The software installation will then be completed and a new product group will be visible in
Windows. The utilities in this group alow you to reconfigure the settings of the card and
configurethe audio mixer and karaoke features. Refer to the next section for moreinformation.

=

Clipboard MS-D0S Windows

Viewat Promgt Setup
PIF Editar Read Me “Winhelp
=] Cantral Panct -
Sehings  Help

M & - 1 =

Caler Fars Forz
Pta_l %” y E;
InEmaional  DateTime Sound Maops) MIDY Moo Pomer
D% S BN Conliua

Moas  Owkim  Fmbosd  Petw

=

QDL 386 Erharoed

{Inglalin, removes, and canfigures dmars

Windows 3.1 Configuration

T
E

Jail

The OPTi931 Driver Setup menu allows you to change the settings for the OPTi Audio Driver in

Windows 3.1. To access this menu, perform the following steps.

1  Doubleclick the Main program group.

2 Double click the Control Panel icon.

16-Bit PnP Sound Pro
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= OPTi Audio Driver Setup

Yerzion 2.00
Copynght © 1994-1996

[ Audio Configuration ~ MPU-401 Configuration
[] Enable MPU-401

ECIE

Disabled

SB 1/0: [220h || wss 1/0:

IRQ:

DMA Playback Channel:

Recording DMA: [ Addtional Options

(<] Enable Full Duplex

m || LI

Joystick: | Enabled Li_’i
~ IDE Configuration
| Dizabled | Dizabled Ifj
| oK I | LCancel I | Advanced Setlings... I

3 Double click the Driversicon.

Option Default  Other Settings

SB1/O 220h 240h
WSS I/0 534h 608h, E84h, F44h
IRQ 5 7,9,10,11
DMA Playback Channel 1 0,3
Recording DMA* 0 1,3

4 Highlight the OPTi82C931 Audio Driver and choose Setup.

Thiswill display the all of the configuration settings for the sound card.

I/O Address IRQ
Disabled Disabled

168 10
170 15
1E8 11

16-Bit PnP Sound Pro 14




M PU-401 Configuration

This enables the MPU-401 interface and selects the 1/0 Address and IRQ settings. Possible
selection are :
/0O Address IRQ
300h Disabled

310h 5
320h 7
330h 2/9
340h 10
350h 11
360h

Additional Options
This alows you to set up the joystick and modem options.

Advanced Settings

Another selection on configuration menu is advanced settings. |If you wish to modify the advance
settings, click on Advance Settings and the following will appear.

[ Use Single Mode DMA

DMA buffer size: |§__E

[ ok ] [Cancel | [ et |

Audio Configuration

The Audio Configuration section allowsto set the |/O address (for both Sound Blaster and Windows
Sound System configurations), |RQ settings, DMA Channels, and Full Duplex. To change any of
these settings click on the arrow next to the selection and use the scroll bars to choose another
settings.

Possible settings are :

IDE Configuration

This selection the I/O address and |RQ setting for the IDE controller. Possible selection are
Make the necessary changes as described below and click OK.

Bootsfor Microphone Recording
Enables you to enable a 20dB boost to the record level for the microphone input (MIC IN).
This allows you to compensate for less powerful microphones and increase the record signal.

16-Bit PnP Sound Pro 15



Use Single Mode DM A

Y our computer system may support both Single Mode DMA aswell as Demand Mode DMA.
Demand Mode DMA provides amore efficient means of transferring chunks of data between
memory and adevice. However, If your system does not support Demand Mode DMA, you

OPTi 331 Application

) T~
Karanke Read M= File 331 Uninstal
Coruml

must select Single Mode DMA instead.

DM A Buffer Size

e Velume Confrol Mixer b
Mastir Lise Wace (] < Mic  WTabla Pecarding
Bl [ [ e L e ] s
T I B es
= = ) s {2 (B
A Lefel [ofel [l Gisl G| Glsl ©o
[Cone ] [ osic ]| Aawanced]

Setting the DMA buffer size tells the CPU how much data to transfer between memory and a
device at onetime. If you specify alarge size, it allows the CPU to complete the transfer of
data faster but increases the memory consumption. The default size should be 32
kilobytes(32K). If you decide to change the buffer size, be sure to make it multiples of 4K.

Windows 3.1 Application

After theinstallation is complete and you have rebooted Windows 3.1, you will see anew program
group on your desktop.

Audio Mixer T h e
Audio Mixer applet letsyou adjust the volume settings for each of theindividual audio sources
and 3D controller that the OPTi931 supports.

The 3D (Three Dimensions) stereo enhancement effect allowsyou to minimize speaker crosstalk
and increase the depth and breadth of the sound image when two speakers are placed close
together.

16-Bit PnP Sound Pro 16



The 3D stereo enhancement effect can be on/off by click on the Advanced and 3D off/on
button.

K araoke Control
The karaoke enables you to direct the microphone input directly to the speaker output so that
you can sing along with the CD audio or other audio sources.

Read Me Files

This will display an ASCII text file that contains all of the latest information on the device
drivers. If youdid not read thisfile during the installation procedure, please take amoment to
do so now in case there is pertinent information.

931 Uninstall
Double clicking on thisicon will remove the audio device drivers from Windows.

DOS Configuration and Utilities

Onceyou haveinstalled the sound driversin Windows 3.1, there are three utilitiesthat are accessible
from DOS if you wish to enable and use sound in any DOS based application.

SNDINIT.EXE

AN ELANTIOH

Seund Bruice Jeitisgs Selectlss | HnMAL ntmrlace
Curreml Muvci _ Soand Blaster Pre | |1 e[|

Found Blaster Pre L

Part vortt el 1
Wirdsus Soind Bustes T8 Part: w11

= = Wit il iinns
mm:iHj R 1 =T —
T

Beuwd Card CO-RN elcrfamc
| 01T TRYAS i

e |[ o | omem |

TR

LF it LTRH SPoue $o Uption. LENTEN sExecute Uption, LT4isSeiect Uption

The sound initialization program (SNDINIT.EXE) allowsyou to select many of the optionsthat are
available in the Windows Configuration program.

Y ou can run the SNDINIT.EXE program at anytime to make changesto your OPTi931 Sound card
configuration. When re-configuring the OPTi931 Sound card, you can use the following parameter
lines:

SNDINIT /B Runs the program using the values specified in the SOUND16.CFG
configuration file.

SNDINIT /? Displays help on how to use SNDINIT.

16-Bit PnP Sound Pro 17



SNDINIT Runs the program to let you change your OPTi931 configuration. You
will see the Configuration and Sound Test menu you used in the installation
program.

Sound Device Settings Selection

Selection Settings

Current Mode Sound Blaster Pro, Windows Sound System
Sound Blaster Pro 1/0 Port 220, 240

Windows Sound System 1/0 Port 534, E84, F44, 608

IRQ 5,7,2/9,10

Play DMA 0,1,3

Record DMA 0,1,3

Sound Card CD-ROM Interface

Selection Settings

1/0 and IRQ Disabled,
1/0: 168, IRQ: 10
1/0: 170, IRQ: 15

1/0: 1E8, IRQ: 11
M PU-401 Interface

Selection Settings
Select OFF, ON

1/0 Port 300, 320, 330
IRQ OFF, 5,7,2/9

Additional Options

Selection Settings
Joystick Enabled, Disabled
Modem Disabled

At the bottom of the menu are three selections.

The Help option displays a help file that shows you how to navigates through the menus and save

16-Bit PnP Sound Pro 18



information.
The Accept option loads the settings as the appear on the screen and exits the program.
The Mixer option displays the following screen:

This menu allows you to set the recording playback levels for the audio mixer aswell as select the
input sources for recording.

Thevolumelevel all range from 0 to 99 and can be changed by clicking on the up and down arrows
next to the level or by clicking on the gauge that shows the current level. Y ou can also turn on the
mute to silence all audio level.

Thereisalso abutton that allowsyou to test the sound. Pressthis button and you will here asample
wave sound. If theit sound correct and the volumeis OK, pressDoneto return to the Configuration
Menu.

Notes on Softwar e | nstallation

The notes below will provide a little more information concerning the OPTi931 Sound Card
installation software.

Read the README.TXT file

We highly recommend that you read the README.TXT file at the beginning of the installation
program (thisisalso atext filelocated in the 82C931 directory). It includesany changesthat might
have taken place in the OPTi931 Sound Card installation process that might not be included here.

Changes to AUTOEXEC.BAT

Theinstallation program will need add several linesto your AUTOEXEC.BAT file. Y ou can choose
to have INSTALL make these changes for you immediately, or store the changes in a separate file
called AUTOEXEC.MAD so you can use your own text editor and edit the system files and make
the changes later.

Y our path statement will have the C:\82C931 subdirectory added to it (with the PATH %PATH%;
C:\82C931 command). The following lines aso will be added:

SET BLASTER=A220 |5 D1 T4
SET SOUND16=C:\OPTi931
C:\OPTi931\SNDINIT /B
C:\OPTi931\MIXER /B

Theselinesindicate default settings. Changesyou madeto the default path or OPTi931 Sound Card
configuration will be reflected accordingly.

16-Bit PnP Sound Pro 19



Windows 95 Softwar e I nstallation

Windows 95 Mode

The OPTi931 supportsthe Plug and Play Specification 1.0awhich makesinstallation into aWindows
95 system fast and easy.

Note:  You must already have Windows 95 installed on your computer and running
properly beforeinstalling the hardware.

Toinstall the OPTi931 into asystemsthat is running Windows 95 :
1 Turnyour computer on. The system will boot the Windows 95 operating system.
2 The Windows 95 Plug-and-Play capabilities will detect the OPTi931 card and ask you to

install the driver. Select "Driver from disk provided by hardware manufacturer” and click
OK.

G OPTiAWRT
tayd

e VR

Select shich diiver you vienl i nstall forsole e hadviere:

kT

% Diriver Frara dick provicid by harchyars manfachured
" Dol inztall 4 crives (Windoses will ot promet poes again

1™ Salect fiom @ i of ahemate dibvess

o | = |[[ bem

3 Insert thedriver diskette into the diskette drive (A or B) and click OK.
finstall From Disk._______________K|
Sy Rzt b e
Carcal

Copy menufaciurer's files lom

=] | e

4 After Windows 95 restarts, it will detect thelogical devicesthat are available and you will see
each device asit isfound, first the Windows Sound System, then the Game Port and Joystick,
and finally the MPU-401.

E@ OPTi Plug-N-Play Sound 3 patem

Mfindows hes L it

S
EEN

‘wfinddoms has found nes hendware and iF instaling the soltveare for it

@. QT Pg - Play M P 401

‘wfinddoms has found nes hendware and iF instaling the soltveare for it
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5  After thefiles are copied, Windows 95 will ask you to restart your computer.
Tafiish semng ip yaur Al EEe PR,
\) Do 5o w09 regtartyour Compuier new?
Ho
Click Yes to restart the computer.
Thiswill complete the Windows 95 installation. The program will continue to load and when
it is complete, you should hear the Windows 95 start up wave file.
Real Mode DOS

After you have successfully installed the driversfor Windows 95 and the system has booted correctly,
you can install the drivers for audio applications that run in DOS mode. To do this,

1
2
3

Insert the device driver diskette into drive A (or B).
From the Windows 95 desktop select Start then Run.
Type a:\setup and press Enter.

The OPTi931 Sound Card menu driven installation program will copy theinstallation filesto
your hard drive.

51 Disivars S alup is prapaing the [nelalShisld wiesd
% which wil puide you thicugh the real of the setup process.
= wial,

[ | 1%

After theinstall files are copied, the installation program will start.

It is strongly recommended that you exit all Windows programs before running this Setup
Program.

ETTHT1 chivers on e counpuibr

bie
ww] i el ogean

[hek Carcel b qui 5eh.0.30d han choas g Drogranes pou ks Lreing
Dick Ml b= corbram wath b S progran,

WFHIIG: Thiz pragramiz pacecisdlsp copuriohtlas and rbmraliend
vt

e recsmess caberd bl g ko

Click Cancel to quit Setup and then close any programs you have running. Click Next to
continue with the Setup program.
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6  Thenext screen lets you select adirectory to install the software. The default is OPTi931.

Chesar Destisatios Locaben

bl EOCHTI b o the koot chcioas
Tometnd kathir dechay. chck bt

ek Biemie.

“foss car chsrsa ot N et b 3031 ehbames, by kg Cancalis st
Ben

Dt Diectoay
CADFTISN

7

If you don't want to install thefilesin thisdirectory, click on Browseto changeit. Youwill see
the following screen.

=] Choose Directory
Floars chooss the directon for mstallstion.
Eath
[ExoPTiaat |
Directones:
[ = | Ik ]
[t 3
& aor
= 553
0 555_12
£0 555v16
O =151
Dirlyers
<

8

From here, either select a directory that exists or type in the name of anew directory. If you
typein anew directory you will be asked:

The directory:

0 'CABECII"

does not exist. Do you want the directory to be
created?

ves | LMo |

Choose Yes.

9

Select Next to continue theinstallation. Theinstall program will be begin copying thefilesto
the directory you selected.

Tnstalling Drivers

Com o e
awalhn
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10 Whenit hasfinished youwill be asked if youwishto view the README file. Itisrecommended
that you select yes because thisfile will have the latest information available about this sound
card.

11  Thisconcludestheinstallation and the program will prompt you to REBOOT your system, be
sureto select OK and then press Ctr-Alt-Del when prompted. Thiswill insurethat the OPTi931
Sound Card is properly configure.

Information

0 Setup is complete. System will restart.

931 Autio Uninstall

If you want to remove OPTi931drivers from Windows 95, clicking on Settings and Control
Panel, then select Add/Remove Program icon, The dialog box of Add/Remove Programs
Properties will show up.

AddRemove Programs Propedties

IrsttabInktel | Wirckown Sedun | St Disk |

| To ristall  resvn pageai frcan = Aappy disk or CO-ROM
caive. chiok st
=

Iratal

7 Ih b "

Q s T remas & poorses of b ol (18 inetsiad
Comporrie. pebect it from the ket and chck
AddFamave,

AddiFsmave...

L |

Highlighting "931 Audio Uninstall" and clicking on Add/Remove button will remove the
audio device drivers from Windows 95.
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3D Sound in Windows 95

The 3D (Three Dimensions) stereo enhancement effect allow you to eliminate speaker crosstalk and
increase the depth and breadth of the sound image when two speakers are placed close together.

To enable or disable the 3D stereo effect in Windows 95 :

1  Click Startinthetask bar.
2 Select Program and then Accessories.

3  Select Multimedia and then Volume Control.

M aster Volume
Opbonz  Help
Master Volume wWave hich
B alance: Balahce: Balance:
Ena e
Vokume: Wk Wolure:
e i
-1 - - - 1
e | - i | : I |
= k! o - Is =t
ol =i [ ol [
T: | T e
I puts all I Mute [ Mute
Advanced |
' Sound Systerm Miser [E54)

4 Thediaog box of Master Volume will show up.

5  Click onthe Advanced button.

6  Thediaog box of Advanced controlsfor Master Volume will show up.
ﬂ ;d“ " be uzed bo make fi oy 10 bowsr
Tomes Conhials
These smitings coniml have the tone of yow sudio sounds
Bz Hep J—. =S
pil g o J—
— Qthwr Carfiok:

T hesnes wattings mekn ciher charges o how pout sudo sounds. S=o
o = cleecum e ation fr cletails

7  Click onthe SF-3D check box to enable the 3D stereo enhancement effect.

8  Choose Close to leave Advanced controls for Master Volume dialog box.
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M edia Rack Installation

Media Rack Installation under Windows 3.1x

The following steps will guide you Media Rack installation under Windows 3.1x. We recommend
that you read through them now, and become familiar with them before installing the software.

1 Insert the Media Rack disk in your floppy drive.

2 Select Fileand Run.

3 Typea:\setup and click OK as shown.

=| Run

Command Line: .
[ANGETUP EXE ] [ cancel |
[ Run Minimized Browse...

4 Thenext screen letsyou select adirectory to install the software. Thedefaultis Audio. If you
don't want to install the files in this directory, you may change it by now.

= Sewp

1 you wenl to inslall the soflware in a difleien
directory. tyoe the name of the directory

Setup will install Audio Softwae in Ihe following
directory.

U disk. o0

T

Click Cancel 1o exil Setup withoul installing.

Click 0K to install Audio Softwane on this machine.

5  The Media Rack driven installation program will copy the Media Rack files to your hard

drive.

6  After theinstallation are finished, the installation program will create a Willow Pond Audio

group and ask for awindows restart.

‘Willow Pond Audio

==
=

Meda Hk Bbas this Techrecal

Softwars Support
=] Sctup
Setup ie finiched. Wind muzt be d before your new software can be
used.
Do you want to restart now?
=

Choose Yesto restart Windows.
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Media Rack Installation under Windows 95

The following steps will guide you Media Rack installation under Windows 95. We also recom-
mend that you read through them now, and become familiar with them before installing the soft-

ware.

1  Insert the Media Rack disk in your floppy drive.

2 Select Start and Run.

3 Typea:\setup and click OK as shown.
LT - 1]

Tope the name of a piogram. folder. of documer, nd
hindows wll open i foryou

Operc m I |

4 Thenext screen letsyou select adirectory to install the software. Thedefaultis Audio. If you
don't want to install the files in this directory, you may change it by now.
|
Setup will install Audio Software in the fallowing
diwactory.

If pou want to install the software in a diffarent dizk or
dinectory. type the name of the directory below.

Chick OK tn install Audio Softwarm on this machine.
Chiok Cancul to exit Setup withaut installng

- 42

5  The Media Rack driven installation program will copy the Media Rack files to your hard
drive.

6  After theinstallation are finished, the installation program will create a Willow Pond Audio

group.
% Willow Pond Audio M=l E3

Fil=  Edit Yiew Help

[ ] -
[ = we ] =
== @ £
MediaRack  Aboutthisi  Technical
(Software § Support
|3 object(s) [e2bpes
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Media Rack

Media Rack Overview

Media Rack gives you control over your PC's audio functions through a user interface as
simple to use as a home stereo system.

= Media Rack -
Clock Select Menu  Qption  Help A

QL] fife

=
L§n||¢|r||>||||.|«l»|?|

o)

e

E
i |C
[

cﬂ;m :U: ‘ED: EUZIE[IZI

Hecording
Comirol
Voles

cammints [Sissie] IEEMEIE.IIEIEEE-
W

Media Rack Components
Media Rack consists of several major components :
Control Center: Controlsthe display of Media Rack's components.

Alarm Clock: Speaker aloud the time and date, and plays your wave files as re-
minder dlarms at times you set.

) Mcdia Rack =
Clock  Select Menu  Oplion  Help

MIDI Player: Plays MIDI music files. Lets you create song playlists and use MIDI
editors to modify the song files.

|ﬁﬂ]l1|ﬂ|>J|I|l|«|»| ]

@EE
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Wave Player: Records and plays digital audio (wave) files. Lets you create wave file
playlists and use editors to modify the wavefiles.

s o [nmfeln]z]]e]

HEE]

CD Player: Plays standard audio CDs. Allows you to create playlist collections of
CD tracks (songs).

P — 2

RO DR ————

System Mixer: Sets the volume level of your audio inputs and outputs.

The Alarm Clock

The Alarm Clock announces the time and date in a clear human voice, and can play a digital
audio (wave) file at an alarm time you set.

Alarm Clock Configuration Preferences
The Clock menu offer several choices:
Say Time: Makes Alarm Clock immediately say the current time.

Preferences: The Options portion of the preferences box lets you select how Alarm
Clock tells you the time. The Alarm portion lets you set an audible
reminder, using a .WAV file. The Color button lets you select the
color in which Alarm Clock will display thetime. Optionsinclude:

O Hour Format: In 12 hour format, Alarm Clock will say, e.g. : "Thetimeis
six-twenty-one-PM.". In 24 hour format, you will hear "Thetimeis eighteen-
twenty-one."

QO Say Date: If you enable this, Alarm Clock will follow the time by announcing,
e.g., "Today is Thursday, January 12, 1996".
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0 Say Greeting: Causes Alarm Clock to precede the time and date with greeting
such as "Good Morning".

O Only When Asked: If selected, Alarm Clock will only say the time when you
double-click on it or select Say Time from the Clock menu.

0 OntheHour: Makes Alarm Clock speak at the start of the hour.

O On the Halt Hour: Causes Alarm Clock to speak at the start of every hour as well
thirty minutes past the hour.

O On the Quarter Hour: Causes Alarm Clock to speak at the start of every hour as
well as every fifteen minutes after that.

Color:  Letsyou select the color in which Alarm Clock displays the time.

MIDI Player, Wave Player, and CD Player's Buttons

@3] Shuffle/Repeat Button: When the Shuffle button is pressed, the selectionsin your
playlist or CD will play in "shuffled" (random) order.

When the Repeat button is pressed, the selections in your playlist or CD (or the
currently loaded file, if thereis no playlist) will play repeatedly until stopped.

Choose File: Letsyou select and load asinglefile.

~u

DJ’J
Open/Close CD: Opens or closesthe door of your CD driver. Of course your DOS
gl and Windows CD drivers must be properly installed.

Previous/Next Selection: Movesto the beginning of the previous or next selection

inyour playlist or CD.

Play: Playsthecurrent selection until: 1) the selection, playlist, or CD hasfinished,
]Il 2) you press the Stop or Pause button, 3) you load adifferent file, 4) you moveto
another selection, or 5) you close the program.

Pause: Temporarily stops playing the current selection. Y ou can resume playing at
m the current location by pressing the button again.

Stop: Stops playing the current selection and “rewinds" to the start.

Scan: Moves your position ahead or back one second. Holding down a button
shifts the position by ten seconds for every second you hold it.

]E Help: Shows the On-line User Guide for the selected components.

Format: Showsalist of formats in which you can record wave files.

Record: Letsyourecord awave audio filethrough your microphone or other current
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input device. (only on Wave Player)
Power: Stop play, and hides the selected component from display.

Playlist: Letsyou create your own custom collections of audio selections, and
@ specify the order in which selections play.

Edit: Launchesan editor program, if available, so you can edit the current file.

med

System Mixer

System Mixer Overview
System Mixer lets you control all audio output and input levels.
The System Mixer's Controls

System Mixer displaysthe volume controlsthat your audio driversmake available. The names
for these controls may vary.

Note: A choice of mixer control styles may be available through the Choose
Style menu item of the Mixer menu.

Volume Control: Clicking on this button shows and lets you use the output level controls.

Recording Control: Clicking on this button shows and lets you use the input level contrals.
(Note: many voice recognition applications use the Voice Commands input levels instead.)

Voice Commands: Clicking on this button displays and lets you use the input level controls
reserved for voice recognition programs.

Input and Output Level Slidersand Buttons: For each input or output signal type, a control
(for example, a vertica dlider, or "fader") controls the loudness, a horizontal slider controls
bal ance between the two speakers, and the mute button temporarily stopsinput or output without
changing slider position.
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FCC Notice

This equipment has been tested and found to comply with the limits for aClass B digital device, pursuant to Part 15 of FCC Rules.
These limits are designed to provide reasonable protection against harmful interferencein aresidential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used properly. In strict accordance with the
manufacturer’ sinstructions, may cause harmful interferenceto radio communications. However, thereisno guaranteethat interfer-
encewill not occur inaparticular installation. If thisequipment does causeinterferenceto radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the
following measures:

Reorient or relocate the receiving antenna.
Increase the separation between the equipment and receiver.

Connect the equipment into an outlet on acircuit different from that to which the receiver is connected.
Consult the dealer or an experienced radio/television technician
for help and for additional suggestions.

The user may find the following booklet prepared by the Federa Communications Commission helpful “How to Identify and
Resolve Radio-TV Interference Problems.” This booklet is available from the U.S. Government Printing Office. Washington, DC

20402, Stock 0. 004-000-00345-4

FCC Warning

The user is cautioned that changes or modifications not expressly approved by the manufacturer could void the user’s authority to
operate this equipment.

Note: In order for an installation of this product to maintain compliance with the limits for a Class B device, shielded cables and
power cord must be used.
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