B. CPU and ICE Installation

D. Cable and Rack Installation

e o 0 0 o © © 06 06 06 06 00060600 0 06 0 0 06 0 0 0 0 0 0 0 0 0 0 00 Note: If you are not installing more serial ATA HDDs, proceed to step6,
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fan connector.

Note: The maximum size acceptable for display card is
266.43mm(L) x 98.30mm(H) x 36.00mm(D)

1. Unscrew 4 thumbscrews

1394 & 2x USB 2.0 Ports of the chassis cover.

2x SATA External Ports
ATX Power Connector- PWR1

FAN Connector- FAN3

2x USB 2.0 Ports

LAN & 2x USB 2.0 Ports
SPDIF-Out Coaxial/Optical Ports
Front-Out/ Line-In/

MIC IN/ Center/Bass/
Surround-Back/ Side-Surr Ports

2. Slide the cover backwards 2. Install the PCI/PCI Express x16 card into the PCI/PCI Express x16 slot.

and upwards.

HDD Cable HDD Power Cable

Fan Connector

BIOS Connector- U4

g 3. Slide the optical drive into the chassis.
USB Header- USB1 IDE Slot- IDE1

4. Fasten the four side screws.

Serial ATA- SATAL,2,3,4

AUX-In Connector- AUX_IN

C. DDR2 Installation

1. Unlock the DIMM latch.

ICHIR Chipset Floppy Connector- FDD1

3. Secure the bracket.
2. Align the DDR2 module’s cutout with the DIMM slot notch.

Slide the DDR2 module into the DIMM slot.
o N o
T— Cutout
Notch
OlCl —l

One PCI Slot
One PCI Express x16 Slot

G. Complete

1. Replace the cover and refasten the thumbscrews.

Intel P35 Chipset CIR Connector- JP4

ITE 8718F Chipset
5. Plug the optical drive cable and power cable into the optical drive.

FAN Connector- FAN1

4x 240 pins DDR2 DIMM Slots

Latch Latch

i ) T '

3. Check that the latches are closed, and the DDR2 modules are firmly
installed.

LGAT775 Note: Repeat to install additional DDR2 modules if desired.

FAN Connector- FAN2 GPIO Connector- JP3
FAN Connector- FAN4

Front Panel Connector- JP8

ATX Power Connector- PWR2 2. Complete.

USB Header- USB2

Front Panel Connector- JP7

Optical Drive Cable

Optical Drive Power Cable

Note: Please load the optimized BIOS values.
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