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Setup 1. License 

Agree the license statement. 

Setup 2. Language 

Select a Language and tap Next. 

 

Setup 3. Host Name 
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Type the device host name of the BR06, and then press Save and Next button.  

Setup 4. Network 

Select Network mode, DHCP or Fix IP and press Save and Next button. 
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＊ If you select the Fix IP, Please Input below items and press Save and Next button. 

Setup 5. Time Settings 

Set the time zone and time and press Save and Next button. 

＊ If you select NTP sever, pleases input the IP, device can get a new time. 
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Setup 6. Select Register or Recognition Mode 

＊ For the Register mode. 

 Set the sever IP and press confirm button. 

   “Need Accept Device” message will be shown in ○1  

Then check “Device list” in server web page. Please see the NOTE※.  

BR06 system will auto reboot to Register mode. 
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＊ For the Recognition mode, select face or multi-recognition.  

 Set the sever IP and press confirm button 

“Need Accept Device” message will be shown in ○2  

Then check “Device list” in server web page. Please see the NOTE※.  

BR06 system will auto reboot to your select recognition mode. 
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※Note 

Press “Accept” button in “Device list” in the BR06 web page. 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

※Setting BR06 link Group by Server 

The new BR06 device connection to server, and server device list item type Accept button, then 

follow below steps to add the group. 

Path>> 

Device list item > the device > Edit > FR User Group List > select Default group to Add. 

 

Or you can create your setting groups to control personnel management. 

Path>> 

FR User Group item > Create new group > key group name > Save or Add another. 


